Stormwater Control Device 
Description

Identify the structural stormwater control device and the frequency of inspections, i.e., weekly, monthly, quarterly, annually.
   For example.  The Wet Detention Basin is inspected on a quarterly basis and after significant rain events. 
Inspection Record

Date:

Time of inspection:

Inspector’s Name:

Signature:

Checklist1
 Yes    No 
Are structural stormwater control devices accessible?

 Yes    No 
Are structural stormwater control devices free of debris, oil and grease?

 Yes    No 
Is the perimeter free of any bare soil, erosion, or gullies?

 Yes    No 
Are inlet/outlet pipes and/or devices clear and undamaged?

 Yes    No 
Are embankments free of unplanted shrubs or trees?

 Yes    No 
Are embankments in good condition?

 Yes    No 
Is grass cover healthy?

 Yes    No 
Are forebay areas in good condition?

 Yes    No 
Is rip rap displaced?

 Yes    No 
Are weeds or noxious plants present?

 Yes    No 
Are storm water management devices maintained and functioning properly? 
Corrective Action Taken
Briefly describe any corrective action taken.

Date the Corrective Action Completed:

Photos

 Yes    No 
Were photos taken before and after corrective action for training purposes?
� The DWQ BMP manual has specific things to inspect for depending on the type of BMP as well as recommendations for the frequency of inspections.





